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V1

1x Top panel  A
2x Side panels  B&C
1x Base panel  I
1x Vertical divider panel  G
2x Back panels  D
4x Horizontal supports  F
3x Shelves  H
1x Top track  J
1x Bottom floor track  K 
3x Hanger Bars  E

16x
Cams

• Tools: Pozidrive screwdriver x2

• Two person build

RECOMMENDED:

FREESTANDING  
SLIDING WARDROBE
Assembly Instructions

16x
Metal dowels
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22x 
Wooden dowels

98-CARCASS-INST

2x 
Glue*

*A drop of glue (8) needs to be added into all holes  
the wooden dowels are placed into (2).

12x
Metal shelf fixings

12x
Wood screws

6x
Hanger bar  

brackets

6 75

1 2 3 4

4x
Wheel locators

8

E

K

J

M

9x 
Screws

2x
Connector 

bolt A

2x
Connector 

bolt B

119

8x
Shelf Fixing

1210

F
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2 Insert the cams into the plinth as shown.
Repeat for all 3 plinths & the horizontal support.

1

1
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1 Insert fixings into the side panel as shown.
Repeat on both side panels.

x2

x82

1

x103

x8

Inside face
(groove facing up)

3 Insert fixings into the base panel as shown.

x41

x32

x3

Stand the right-hand panel upright (C) with the metal dowels at the bottom. Offer up the 3 lower plinths (F) and lock in place by 
turning the cams. Offer up the base to the right hand panel and lock in place by turning the cams with a screwdriver.4

x2

x112
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6 Add the vertical divider panel to the base panel, 
carefully lining up all the fixings with the holes.

Base panel

Note: You will need to hold 
the panel (G) until step 9.
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7 Insert the cams fixings into the shelf as shown.
Repeat on all shelves.

x44

8 Insert the female shelf fixing into one side of the vertical divider panel (G), then insert the male into the opposite side.  
Add shelf (H) and push down into position.

Once secured, the vertical panel will 
stand up without being held in position.

x211

x69

x210

Female

Male

Female (9)

Male (10)
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9 Slide the 2 back panels into the groove in the base panel.

Note: You will need to support back 
panels (D) until step 11.

Ensure back
panels (D) also 
sit in the groove 
of the side panel.

Insert fixings into the vertical divider panel as shown.5

Top

x32

x3
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12 Insert the fixings into the top panel (A) as shown.

x43

14
Fix the 6 hanger bar brackets into the side panels and vertical 
divider, using the pre-drilled holes. Slide the hanger bars (E)  
down into position.

Hanger bar

Hanger bar
bracket

x125

x66

E

Lower the remaining shelf onto the fixings and secure by 
tightening the cams x4.11

13 Add the top panel to the unit, lining up the fixings 
with the holes. Tighten the cams to secure.

Note: The back 
panels (D) need to sit  
into the groove in the 
top panel.

10 1 - Offer up the horizontal support (F) and place onto the fixings on the side panel as shown. 
2 - Whilst holding (F) in place, add the left-hand side panel, aligning the fixings with the holes and tighten the cams to secure.

FrontBack

F

x7
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1 - Insert the first door into the back channel of the top and bottom tracks. 
2- Insert the second door into the front channel of the top and bottom tracks.

Once the doors in inserted into both front and back channels, remove the 
clips. This will engage the suspension wheels. Repeat on both doors.

Note: Insert door into the middle of the wardrobe, then slide to one side.

M

Back channel

17

J

16 1 - Place tracks (J&K)  into position and fix with 3 screw for the bottom and 6 screws for the top (12), equally 
spacing the holes/screws across the length (tighten fully, being careful not to over-tighten).

K

15 Insert the 4 wheel locators into the groves on both sides of the 
bottom track (K), 32mm from the end.

Tip: If the locators are 
too tight, then use some 
furniture polish to help 
them slide.

Bottom track

x47

32mm

K

I
I

12 x6

12  x3

Fix screws 
100mm from 
both sides

Fix screws in 
both front and 
back fields.

Nib at top of 
track to sit 
flush to edge.

30mm

Fix screws 
100mm from 
both sides

Remove clip, by pulling 
away from the door.

M

Front channel

Tip: If the doors need to be 
adjusted in height, use the 
bolt in each wheel. 


